Combination Lockbox Instructions For Appraisers & Contractors
There is a white, brown or green combination lockbox on the front door, back door, or on the railing of the property. Sometimes the lockboxes are on a chain around a bush.
We have 2 types of lockboxes:
1. One lockbox is a SUPRA brand and has a front panel with 9 numbers and buttons on the front.
2. The second brand is called, ShurLok and has 4 dial numbers. 
Here are the instructions for # 1:
1. Press the clear switch between the numbers. 

2. Press in 9, 0, 3. You need to hear each number “click” when you press it down. 

3. After you enter in the 9, 0, 3, pull down on the square at the top of the lockbox. 
4. The key is inside.
Here are the instructions for # 2:
1. There are 4 roller numbers. 

2. The code is 9,0,3,3. 

3. Once the numbers are rolled onto 9,0,3,3, lift up the side compartment and the key is inside. 

4. When you have finished with the key, place the key back in the door, and roll the numbers to something else.
Or try 8,5,9,0 or look on the power meter or gas meter.
Please note that on lockbox # 1, you will need to repeat steps 1 – 2 to unlock the cover and replace the key. Put the key back in the lockbox, repeat steps 1 – 2, then push down the square at the top while the cover is “hinged” on the bottom of the lockbox.
Push the cover back and release the square and it is back on ready for the next time.
PS: To avoid the above process, there might be a key on top of the power meter or gas meter that our maintenance crew uses.
